
4’-0"
4’-0"

3"

4’-0"

3"

1
0
’
-
0
"

LIFTING 

INSERTS1
’
-
3
"

3
’
-
0
"

4
�

"

4
’
-
5
"

1
0
’
-
0
"

4
’
-
0
"

4’-0"

6"6" 3’-0"

1
’
-
1
�

"
1
’
-
1
�

"
1
’
-
9
"

4’-0"

4
’
-
0
"

2
’
-
0
"

2
’
-
0
"

1’-0"1’-0" 2’-0"

LIFTING 

INSERTS

�" RECESS

BOTH SIDES

�" RECESS

BOTH SIDES

4-1�"DIA. HOLES

FOR STUD ANCHORS

INTO SLAB

4-1�"DIA. HOLES

FOR STUD ANCHORS

INTO SLAB

THE MAXIMUM 

ANGLE OF REPOSE

IS 25° FOR SUITABLE 

MATERIALS.

CONCRETE 

LEVELING

SLAB

ANCHOR BOLT PLAN

LIFTING INSERT PLAN

102 lbs/ft‡

GRANULAR

MATERIAL

ANCHORING
4-1" DIA. ANCHOR

STUDS WITH A MINIMUM

EMBEDMENT OF 5
1
2"

1009 44th STREET, SUITE A-2

WYOMING, MI 49509

PH. (616) 261-8630

TEG A Tricon Precast Company

TRICON
ENGINEERING
GROUP, LTD

15055 HENRY ROAD
HOUSTON, TEXAS, 77060

(281) 931-9832
(281) 931-0061

www.triconprecast.com
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INSERTS TO ATTACH

CONNECTOR PLATES

(4EA)

ELVATION 2ft CONCRETE
EXTENSION UNIT

THE MAXIMUM 

ANGLE OF REPOSE

IS 25° FOR SUITABLE 

MATERIALS.

REFER TO THE ADJOINING TABLE 

FOR ANCHORING REQUIREMENTS

FOR VARIOUS MATERIALS

LOADING

1" DIA. HOLES

FOR CONNECTING

BOLTS


